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FEATURES 
 

Cold start current testing 
Suitable for lead-acid starter batteries 
Areas of application: cars and motorcycles 
Display available in 7 languages 
Compatible with various standards systems (DIN, SAE, EN, IEC) 
Including integrated printer, impact protection and 4 paper rolls 
 

TECHNICAL DATA 
 
Type:     BT 301 
Operating Temperature:  0°C to 50°C  
Test Range:     40–2000 SAE, 25–1300 DIN, 40–2100 EN, 30–1500 IEC 
Voltage Range:    6/12V Batteries  
Lead Length:   80 cm 
Power Supply:   via the tested battery or integrated battery (4x1,5V AA)  
Languages:   7 
Casing material:   acid-resistant ABS plastic 
Dimensions:    190 mm x 110 mm x 40 mm 
Dimensions:    600 g 

ITEM-NUMBER 
 

1210000250 

APPLICATION 
 

Workshop 
6/12 V: 

 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
  

  BATTERY TESTER  BT-301 
 
Professional device for testing 6V and 12V batteries. 
 
The BT-301 tester is a reliable tool for measuring motorcycles 
and car batteries. Simple operation, fast test result and TOP 
price / performance rate. 
Inclusive printing funktion. 
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